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Abstract

Improvements have been made to the throhput code which models transient thermohydraulic heat pipe
behavior. The original code was developed as a doctoral thesis research code by Hall. The current emphasis
has been shifted from research into the numerical modeling to the development of a robust production code.
Several modeling obstacles that were present in the original code have been eliminated, and several additional
features have been added.

INTRODUCTION

Heat pipes are structures that transport heat by the evaporation and condensation of a working fluid, giving
them a high effective thermal conductivity. Many space-based uses for heat pipes have been suggested, and
high temperature heat pipes using liquid metals as working fluids are especially attractive for these purposes.
These heat pipes are modeled by the throhput code (throhput is an acronym for Thermal Hydraulic
Response Of Heat Pipes Under Transients and is pronounced like “throughput”).

Summary Description of THROHPUT

The throhput code provides a detailed model of the transient, thermohydraulic behavior of liquid metal
heat pipes. Currently, it models only homogeneous or composite wicks in a cylindrical heat pipe structure.
The boundary conditions assumed are: a time-dependent heat input in the evaporator section, zero heat
transfer at the outer wall in the adiabatic section, and radiative cooling to a specified ambient temperature
in the condenser section. The user specifies the dimensions of the heat pipe and of the wick structure.

The throhput code models the transport and exchange of all three phases of the working fluid (solid,
liquid, and gas) and of a noncondensable gas. It considers axial and radial conduction, axial and radial con-
vection, axial and radial phase change heat transfer (both evaporation/condensation and melting/freezing)
and radiative heat transfer from the condenser section. It has a geometric model for the capillary pressure
difference generated by the wick. To model all of these parameters, throhput solves a system which consists
of fifteen partial differential equations at each axial node. The associated algebraic system consequently has a
block tridiagonal matrix structure with 15×15 blocks and a set of blocks for each node. The temporal scheme
used is a fully-implicit scheme which iterates on the Jacobian matrix until convergence. A sophisticated time
step control scheme is utilized.

RESEARCH

Tension in the Liquid

The surface model in throhput is used to develop a relationship between the liquid and the mixture gas
pressure. Across a curved surface, a pressure difference exists due to the surface tension of the liquid:

Pm − Pl =
2σ

Rc

, (1)

where Rc is the radius of curvature of the surface of the liquid-vapor interface, σ is the surface tension of
the liquid, and P represents the pressures of the two fluids. In throhput, the radius of curvature is related



to the amount of liquid present, so that the entire equation can be put in terms of system variables. For a
full description of the wick surface model, see Hall 1991 or Hall 1988.

Even though throhput is a fully-implicit model, and all of its fifteen equations at each node are solved
simultaneously (including the surface model), certain equations and terms within equations tend to dominate,
and generalizations like the following one may be made. The vapor pressure at any point is roughly equal
to the saturation pressure at the wick temperature. During startup, the wick temperature and therefore
the vapor pressure are very low. In situations where the pressure difference corresponding to the amount of
liquid present (according to the surface model) is greater than the vapor pressure, a negative liquid pressure
would seem to be indicated. In previous throhput models, this was viewed as a shortcoming of the surface
model, and any negative liquid pressures were set to zero during the convergence process. Consequently, if
conditions were such that several adjacent axial nodes were predicted to have negative liquid pressure, then
they would all have been set to zero, efficiently removing any pressure gradient that had existed previously
in the liquid. Since the pressure gradients in the liquid were eliminated, liquid return to the evaporator
section became a problem. Incidentally, low, zero, or negative pressure in the liquid has little effect on the
liquid density, as it is a very weak function of pressure.

Research in the area of negative liquid pressure was conducted. The concept of negative liquid pressure
becomes more plausible when it is equated to tension in the liquid. Liquids do not possess shear strength, but
they do possess tensile strength. The first experiment to be conducted that exhibited tension in a liquid was
carried out by the 19th-century French chemist Marcellin Berthelot (Berthelot 1850 or see Hayward 1970,
Apfel 1972). He filled a glass tube with de-aerated water and sealed it leaving a small vapor space. He then
applied heat to the tube until the water expanded to fill the entire volume. Next, he allowed the tube to cool
slowly, and instead of gradually forming a small bubble it remained in contact with the wetted surface. After
some time, a bubble appeared all at once with an audible click. Berthelot proposed that the liquid was under
tension as it cooled and he estimated that it had a negative pressure of between −5× 106 and −3× 106 Pa
(−50 to −30 atm). A similar experiment conducted by nature uses water-filled cavities in minerals. Roedder
(see Apfel 1972) has estimated pressures in these structures as low as −1×108 Pa (−1000 atm). By rotating
a capillary tube filled with various liquids, Briggs (see Hayward 1970, Apfel 1972) has generated pressures
as low as −3 × 107 Pa (−300 atm). Another common example of tension in liquids is the the rising of sap
in trees. The maximum available capillary head (without putting the liquid in tension) is equal to 10.4 m
(34 ft), corresponding to atmospheric pressure. Since trees exist that are much taller than this, there must be
negative pressure in the column that supports the sap. Scholander (see Apfel 1972) has measured negative
pressures down to −8 × 107 Pa (−80 atm) in trees and shrubs.

There have also been experiments more closely related to liquid metal heat pipes that have shown liquid
tension. Kemme 1968 made simple calculations based on his heat pipe experiments that estimated that
the liquid pressure was between −16000 and −5300 Pa. Anderson et al. (Anderson 1992; Anderson 1993;
Anderson et al. 1993) has sustained negative pressures down to −5000 Pa in Alkali Metal Thermal to Electric
Converter (AMTEC) cells.

Accommodation Coefficients

Accommodation coefficients (σe and σc) are experimentally determined parameters that are used to account
for less than optimal evaporation and condensation fluxes in a kinetic theory model of liquid-vapor phase
change:

ṁ = [2πRgTsur]
−

1

2 (σePsat − σcPg) . (2)

The accommodation coefficients vary from zero to one, depending on surface contamination, noncondensable
gas presence, surface grazing angle, dimer content of the vapor, liquid recession into the wick, and the local
flow regime (Hall and Doster 1990; Hall 1988).

An in-depth review of the literature pertaining to experimental measurement of evaporation/condensation
accommodation coefficients was conducted. In particular, Niknejad and Rose 1981 contains a thorough
review of the experimental work in the field, and cites most of the work referred to in Hall and Doster 1990.
Their final conclusion was that previous investigations had yielded values of the accommodation coefficients



that were less than unity because of a combination of surface contamination, noncondensable gas presence,
inadequate measurement techniques, and other forms of experimental error which significantly impaired the
reliability of the measurement. Their conclusion was further supported by their own experimentation, which
confirmed that values of the accommodation coefficients were close to unity.

MODIFICATIONS TO THROHPUT

Surface and Evaporation/Condensation Models

One of the primary problems with early code runs had been insufficient liquid return to the evaporator
section. The eventual dry-out of the evaporator section and the subsequent termination of modeling was
viewed as a failure, since this condition did not occur experimentally for the same conditions. One of
the methods which was employed to counteract this problem was the variation of the evaporation and
condensation accommodation coefficients. There was some justification for accommodation coefficients being
less than unity in the literature, and changing them would certainly affect the liquid return to the evaporator,
so a search was conducted to determine if there were any combinations which produced both adequate liquid
return and temperature profiles which corresponded to the experimental values. The search was largely
unsuccessful: both criteria could not be satisfied simultaneously, although each could be satisfied separately
(Hall and Doster 1990).

Further research into two areas yielded important information that made a significant impact on the mod-
eling effort. First, research into experimental accommodation coefficient determination suggested that values
closer to unity were appropriate for heat pipe conditions (see section entitled “Research: Accommodation
Coefficients”). This prompted setting the coefficients to unity for all future code runs. Second, research into
the possibility of liquid tension, or negative liquid pressure, produced several references which validated its
physical existence (see section entitled “Research: Tension in the Liquid”). Changes were then made to the
capillary pressure relationship in throhput to allow negative liquid pressure. These changes do preclude
usage of the Horizontal Gravity Model (Hall 1991; Hall 1988) because the HGM assumes that no negative
liquid pressure is allowed in the course of its derivation.

State Routines

The original throhput code was developed with only one working fluid, lithium, one wall material,
molybdenum, and one noncondensable gas, air. The ease of addition of new materials and fluids is dependent
upon the availability of appropriate data. Wall materials are easily added, as they only require knowledge
of the thermal conductivity, the specific heat and the density, preferably all as functions of temperature. A
new noncondensable gas requires more data than a new wall material, in the form of the enthalpy, internal
energy, thermal conductivity, and viscosity (all as functions of temperature). In addition, the molecular
weight and critical point variables (temperature, pressure, volume) need to be known. For a new working
fluid, a great deal of data is necessary, due to the need for information on each of the phases (see Table 1).
Much of this data is difficult to locate, in particular the vapor properties.

The first additions to the working fluids modeled by throhput were liquid metals, because liquid metals
are modeled more accurately by the code due to the assumption that the thermal conductivity of the fluid is
similar to that of the wick material. The working fluids that have been included in the code to date include
lithium, sodium, potassium, rubidium, cesium, mercury and silver. Additional working fluids that may be
added in the future include water, freons, cryogens, biphenyl, naphthalene, and other organic fluids. The wall
materials that have been included in throhput are molybdenum and rhenium. Wall materials proposed for
future inclusion are Ni-1Zr, Ti, Mo-13Re, Mo-41Re, stainless steels, Ta-10W, and Al. Air remains the only
noncondensable gas included in the code. Future noncondensable gases that have been suggested include
neon, argon, and helium.

There are many routines in throhput that form the state routine package. In addition to the properties
mentioned above, inverse functions and derivative functions are needed in many cases. All of the property
information is in the form of functional evaluations; there are no table lookups. Many of the functions were



TABLE 1. Data Needed for Each Working Fluid. C denotes a constant value, F(T) denotes a function of
the temperature, and F(P) denotes a function of the pressure.

Property Solid Liquid Vapor

Density F(T) F(P,T) Ideal gas
Saturation Pressure F(T)
Saturation Temperature F(P)
Internal Energy F(T) F(T) F(T)
Enthalpy F(T)
Thermal Conductivity F(T) F(T) F(T)
Sound Speed F(T)
Surface Tension F(T)
Viscosity F(T) F(T)
Adiabatic Exponent F(T)
Critical Temperature C
Critical Pressure C
Critical Volume C
Molecular Weight C
Melting Point C

derived by using least-squares regression on table values from the literature. The original throhput code
devoted approximately 900 lines to state routines; the current code contains over 6000 lines of code in the
state routine package.

RESULTS

With the aforementioned modifications to throhput the observed response to heat pipe transients has
been greatly improved. In particular, the liquid return to the evaporator section has been enhanced to the
extent that during reasonable transients it is no longer a consideration.

throhput has been used to model the transient operation of a SPAR-8 heat pipe which was fabricated
and tested at Los Alamos National Laboratory (Merrigan et al. 1986). This heat pipe had an evaporator
section of 0.4 m, an adiabatic section of 0.09 m, and an overall length of 4.0 m. It had an annular wick design
and used lithium as a working fluid. The initial condition was a frozen solid state at 300 K. Figure 1 shows
a comparison of the experimental measurements of the external wall temperature and the model results at
three different times during the transient. At 2400 s, there is very good agreement between the experimental
and calculated values. At later times, the calculated values seem to lag behind the experimental values.
One cause for this behavior is that the values used for the heat input to the throhput code were actually
the experimentally measured heat output values. Since there is a time lag between heat input and output,
especially during startup, a corresponding time lag is caused by using the output values instead of the real
input values. A heuristic method for dealing with this problem is currently being developed by Hall.

Figure 2(a) shows the liquid and vapor pressures at the end of the modeled transient, 13,260 s (3.68 hrs).
At this time in the model, the melt front is located about halfway down the length of the heat pipe, which
is in partial length operation. On the condenser side of the melt front, all of the pressures are nearly zero,
as the saturation pressure is almost zero at low temperatures. On the evaporator side of the melt front,
a complete heat pipe cycle is in operation, with adequate liquid return to replenish the evaporative losses.
Note that the liquid pressure gradient (and consequently liquid flow) would be non-existent without the
ability to put the liquid in tension. The maximum tension in the liquid obtained here is −150 Pa. At various
times during the code run, the liquid pressure values have been calculated as low as −10000 Pa, well within
experimental observations and theoretical predictions.
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FIGURE 1. SPAR-8 Experimental Comparison to throhput Model Results at 2400 s, 7230 s, and 12060 s.

The velocities of the liquid (multiplied by 10,000) and the vapor at 13,260 s are shown in Figure 2(b).
The liquid velocity is negative, representing return flow towards the evaporator section. The vapor velocity
curve is typical for heat pipes, increasing roughly linearly through the evaporator section, and then decreasing
through the condenser section. The liquid velocity distribution is also consistent with expectations. Assuming
that there is an approximate equilibrium in the mass flow rates of the vapor and liquid leads to a velocity
ratio of 53,000, which is indeed the case.

This run used moderately fine axial noding (40 nodes) and modeled the first hour of the transient in 29 cpu
minutes on a Sun SPARCstation 10/41 (the entire 3.67 hour transient was modeled in 3.06 hours, giving a
real to cpu-time ratio of 1.20. There was no “tuning” of any sort done (the accommodation coefficients were
set to unity).

FUTURE WORK

Future efforts will concentrate on the addition of more fluid properties, improving the input/output capa-
bilities, and other minor refinements to the code. Additional research will be directed into modeling alternate
wick geometries, such as axial groove and arterial wick designs. The throhput code will be used to exam-
ine the sensitivity of heat pipe operation to various physical phenomena, to predict heat pipe response to
extreme transients, and to analyze the merit of possible design alternatives.
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(a) Liquid and Vapor Pressure Distributions.
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FIGURE 2. SPAR-8 Throhput Model Results at 13,260 s.
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